


Note:
In Order to cover the whole range, the machine must be equipped with the necessary size parts.

L(double) 31-77 31-77

L (single) / 77-127

O / mm 18-90 30-125

D / mm 9-19 9-28

D1 (max) mm 40 50

D2 (max) mm 65 80

H (double) 33-80 42-80

H (single) / 80-130
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Models

30-75mm 30-75mm 30-75mm 30-75mm

125mm 125mm

Film Thickness 4-10µ 4-10µ 4-10µ 4-10µ

75mm 75mm 75mm 75mm

350mm 350mm 350mm 350mm

Diameter of the core 9-19mm 9-19mm 9-28mm 9-28mm

9/5-19/13mm 9/5-19/13mm 9/5-19/13mm 9/5-19/13mm

40/160mm 40/160mm 40/160mm 40/160mm

Alu foil thickness 18-25µ 18-25µ 18-25µ 18-25µ

Alu foil width 220mm 220mm 220mm 220mm

20-25 µ 20-25 µ 20-25 µ 20-25 µ

75/250mm 75/250mm 75/250mm 75/250mm

Film thickness 50-75 µ Not applicable 50-75 µ Not applicable

75/200mm 75/200mm

Windings  Details

Type of winding A/B/C/D A A/B/C/D A

18mm 18mm 30mm 30mm

90mm 90mm 125mm 125mm

Max winding speed 8000 rpm 8000 rpm 8000 rpm 8000 rpm

Max Linear speed 8000 Mtrs/S 8000 Mtrs/S 8000 Mtrs/S 8000 Mtrs/S

250-1500gms 250-1500gms 300-2000gms 300-2000gms

Machine Dimension 

L/W/H in mm 2515x1550 x1800 2282x1550x1800 2515x1550 x1850 2282x1550 x1850 

Mob:+91-94483-68704, 80-26691886 E-Mail:kotisystems_spm@yahoo.com www.kotisystems.com
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